AP, T EET]
RPE|  SEcTIoN couty | TOTAL | SHEET
399 36R-1,3TR-2 TAZEWELL | 449 215
STA 7+663.000 TO STA 10+011.000

FED. ROAD DIST. NO. 4 [ILLINOIS [FED. AID PROJECT

Contract No. 88659
SHT. S-17 of $-35

Illinois Department ‘ Poge L of 2
of Transportation SOIL BORING LOG
Dhriim of e Date __2/13/96
RETAINING WALL BETWEEN QAKWOOD
ROUTE FA 399 (IL 8) DESCRIPTION ROAD & SPRUCE ST LOGGED BY DLR
SECTION 36, 3TR-1 LOCATION East Peorig, IL, SEC. 26, TWP. 26N, RNG. 4W, 3rd PM,
Latitude , Longitude
COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE AUTO
STRUCT, NO. D B U Ml surface water Eev. ________m D B U M
Statlon E L ¢ Y Stream Bed Elev. m E L ¢ 0
Pl O] 8 I B— Pl O] S |1
BORING NO. 3 T w § 1l groundwater Elev.: Ty W 5
Station 1+725.0 L Qu T First Encounter NONE m H| 8 & T
Offset 10.50m LT 150 Upon Compietion NONE m (160
Ground Surface Elev. ___173.74 _m || mm) | (&Pa) | () || Afver_24  Hrs. NONE » m (m) | mm) | &Pa) | (%)
Storm sewer In +hls area. On third] shity sand @ 6.25m ] 5 197} 14
attempt ] Gray CLAY LOAM TILL _18ls
was able to set auger at 1.23m R {continued) ]
. 1 2
- — 4 (27| 13
— — 1 |8
17252 | ]
8[23 fgfusmm 5 i 240 | 11 ||_ gravelly and sandy @ sl 2
-1 -1.5
9 |°p 7.32m-1.7Tm T 200 12
] —~ 8 |’s
L6, — 65
Gray -and Brown —1 3 S —
AY LOAM T . 1T7T3 13 ||Gray, Gravelly CLAY LOAM TILL 13
CLAY LOAM TILL 8 |2 slity at 8.08m 10 193] 8
) 1 155
H00-— 16490 |
Gray € A — 3 S0
y CLAY LOAM TILL 304 1377 [ 14| Gray CLAY LOAM TILL 50 5
6 | B | 8 |35 12
] 8 |'s
coarse sand and gravel seam — -
@ 3.66m —] 2 — 3
— 10 |173 | 14
1518 48| 14
] TS
e 0d 2
“2 5 1237 14 s
ki 7
trace sand © 4.72m - 7.8 1 g 12 "
slity sand seam @ 5.03m ] 4 I
a3 ] 2
I ol B 518713
] 41 1]B
coarse sand and gravel seam Gt | 7
6.10m -6.0 ! -120 2

The Unconfined Compressive Strength (UCS) Faliure Mode Is Indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N vaiue) is the sum of the last two biow values In each sampling zone (AASHTO T206)
BBS, form

137 (Rev. 8-9%)

Tllinois Department Page 2. of 2
of Transportation SOIL BORING LOG
Diron o g Date __2/13/96
RETAINING WALL BETWEEN OAKWOOD
ROUTE FA 399 (. 8 DESCRIPTION ROAD & SPRUCE ST LOGGED BY DLR
SECTION 36, 37R-1 LOCATION ast Peorla, IL C. 26, TWP. 26N, RNG. 4W, 3rd PM
Latitude , Longitude
COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE AUTO
STRUCT. NO, D B U M Surface Water Elev. m
Station B L ¢ Y Stream Bed Elev. m
P ] 8 I
BORING NO. 3 T W 5 N Groundwater Elev.s
Station 1+725.0 H 8 Q T Flrst Encounter NONE _m
Offset 10.50m LT 50 Upon Completion NONE m
Ground Surtace Elev. 73.74 __m | (@] mm) | &Pa) | (%) After__24  Hrs. NONE * m
Gray CLAY LOAM TILL 1 UT197] 12
(continued) 151 g
blow count on a large gravel
161,09 ——
Brown, Coarse SAND - 15
w/ trace of gravel —] 16 6
— 14
w/ some gravel 435 g2
— 29 6
159.87— 25
» Collapsed @ 161.64m w/ no —
H20 —
End of Boring ]
15,9

-18.0i

The Unconfined Compressive Strength (UCS) Fallure Mode fs Indicated by (B-Bulge, S-Sheor, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampiing zone (AASHTO T206)
B8S, form 137 (Rev. 8-99

NAME DATE

S.N 090-8516

TAZEWELL COUNTY

SOLDIER PILE WALL
2N STV Incorporated BORING LOG - 3

REVISIONS ILLINOIS DEPARTMENT OF TRANSPORTATION
ILLINOIS ROUTE 8 - SEGMENT 2

FAP 399 SECTION 36R-1, 37R-2
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